
EmeSeal
 90 mil Liner
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GENERAL DESCRIPTION 

The EmeSeal 90 mil Liner is a white, triple-ply, extrusion coated, virgin polyethylene mem-
brane laminated to a high-density flexible foam core and metalized film. It is manufactured 
using woven, high-density fibers yielding high strength-to-weight ratio, tensile strength 
and puncture resistance.

  TECHNICAL DATA

PROPERTY SPECS TEST METHOD
Thickness 90 mil ASTM D-2103
Foil Thickness (Nominal) 0.002 in (2-mil)
Foam Thickness (Nominal) 0.0815 in (81.5-mil)
Construction Aluminum Foil

Closed Cell Urethane
Polyethylene

3” Load at Break 140 lbf, 2100 psi ASTM D-882
Weight per 1000 sq.ft. 53 lbs. ASTM D-3776
Flame/Smoke Spread Index NFPA: Class A ASTM E-84
Mold/Fungus Growth None STG 810-D
Water Vapor Transmission
(perms)

< 0.002 ASTM E-96

Puncture Resistance 60 lbs ASTM D-5602
Tear Strength 35 lbs (WARP), 30 lbs (WEFT) ASTM D-751 (TONGUE)
Tensile Strenth (Woven 
fabric component of the 
product)

130 lb  MD
105 lb  CD

ASTM D-5034

Appearance Foil/White

Note: To the best of our knowledge, these are the typical property values  
and are intended as guides only, not as specification limits.


