
EmeSeal
Double Bubble Liner
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GENERAL DESCRIPTION 

EmeSeal Double Bubble Liner is a premium reflective bubble insulation 
designed to be used in residential and commercial applications. It consists of 
two layers of polyethylene air bubble pack sandwiched between one layer of 
white polyethylene and one layer of reflective foil.

SIZE
Standard Sizes: 4’ x 125’

WEIGHT
Approximately 1.35 oz. per ft2

TECHNICAL DATA

PROPERTY SPECS TEST METHOD
Thickness 8 mil (3/8”) Caliper
Weight per 1000 sq.ft. 1.3 oz/ft2 (382 gr/m22)                 NA
Tensile Strength 21.13 lbs/ft/in (3.7 n/mm)    CAN/CGSB-51.33-M89	

Crushing Resistance   60.05 lbs/in² (414 kN/m²)           NA
Water Vapor Transmission 
(perms)

Before aging
After aging

<0 NG/PA.S.M²
<1 NG/PA.S.M²

 CAN/CGSB-51.33-M89  
ASTM E 96

Emissivity (foil)  0.04 N/A
Flexibility   No Cracking CAN/CGSB-51.33-M89
Reflectivity  96% N/A
Temperature Range at 75° F -50°F to 200°F N/A
Flame Spread Index	 10

  UBC: Class 1
ASTM E84 & ASTM E2599-

08  
Smoke Development Index 30

  UBC: Class 1
ASTM E84 & ASTM E2599-

08  
Color White / Aluminum Visual
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Note: To the best of our knowledge, these are the typical property values  
and are intended as guides only, not as specification limits.

R-VALUE 
Walls & Ceilings:  R-5.0

Radiant heating (sub-floor):   R-12.5

Duct wrap:  R-4.0/R-6.0  

Garage Door:   R-6.0

R-values shown are calculated system R-values. R-value performance is based upon heat 
flow direction and the amount of air space for a given application. Different applications 
yield different performance values. Liner must be properly installed to achieve stated 
benefit. 

*For duct wrap applications: R-4.0 is without spacers. R-6.0 is with spacers.   

TECHNICAL DATA

APPLICABLE STANDARDS:
CAN/CGSB-51.33-M89

ASTM E 96 Standard Test Methods for Water Vapor Transmission of Materials

ASTM E 84 / 2599-08 Standard Test Method for Surface Burning Characteristics of 
Building Materials

R-VALUES
R-Value means resistance to heat flow. The higher the R-value, the greater the sulating 
power. Compare insulation R-values before you buy. To get the marked R-Value, it is 
essential the insulation is properly installed.


