
EmeSeal
 Drain Fabric
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PROPERTY TEST METHOD MINIMUM AVERAGE ROLL VALUE

Weight SCALE 8 oz.
Tensile Strength ASTM D-4632 205 (.911 kN) lbs.
Elongation @ Break ASTM D-4632 50%
Mullen Burst ASTM D-3786 400 psi
Puncture Strength ASTM D-4833 130 lbs.
Trapezoidal Tear ASTM D-4533 80 (.356 kN) lbs.
Apparent Opening Size ASTM 0-4751 #80 (.180 mm) US Sieve
Permittivity ASTM D-4491 1.40 Sec / sec-1
UV Resistance, 
% Retained

ASTM D-4355 70%

Flow Rate ASTM D-4491 90 (4000 l/min/sm) gpm/ft²
Construction Needle punched 

Polypropylene Filaments

Note: To the best of our knowledge, these are the typical property values  
and are intended as guides only, not as specification limits.

GENERAL DESCRIPTION
Our EmeSeal Drain Fabric is a 100% Polypropylene Non-Woven fabric produced 
by needle punching staple fibers in a random network to form a high strength 
dimensionally stable fabric. The polypropylene material is specially formulated to resist 
ultraviolet light deterioration and is inert to commonly encountered soil chemicals. 
The fabric will not rot or mildew, is non-biodegradable, and is resistant to damage.

EmeSeal Drain Fabric meets or exceeds the property values listed below.


