
Emecole Metro 120
Structural Polyurethane
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GENERAL DESCRIPTION
Emecole Metro 120 is a hydrophobic polyurethane designed to be used in conjunction with 
carbon fiber staples for the repair of large (3/16” or wider) structural foundation cracks. 
When Emecole Metro 120 (parts A and B) is mixed, it reacts and forms a closed cell 
foam barrier within 45 seconds without further addition or presence of water. It adheres 
tenaciously to practically all substrates, wet or dry. Emecole Metro 120 may also be used 
to fill leaking voids between wall and ceilings, cold joints and pipe intrusions.

ADVANTAGES
•	 100% CFC/HCFC-Free

 TECHNICAL DATA

PHYSICAL PROPERTIES LIQUID
“A” ISO “B” POL

Viscosity @ 74°F 200 1700 ASTM D-2196
Specific Gravity 1.23 1.12 ASTM D-1475
Color Dark Brown Amber

PHYSICAL PROPERTIES CURED
Compressive Strength   
Parallel to Rise

400 psi ASTM D-695

Compressive Strength   
Perpendicular to Rise

360 psi ASTM D-695

Free Rise Core Density 12 pcf

USDOT SHIPPING DATA 

Unregulated Class 55 USDOT Hazard Classification: Non-Hazardous.

REACTION PROFILE 
The expansion time is about 2 minutes when mixed at a ratio of one to one by volume.



Em
ec

ol
e 

M
et

ro
 L

LC
Te

l: 
81

5-
37

2-
24

93
w

w
w

.e
m

ec
ol

e.
co

m

PR
OD

UC
T 

DA
TA

 /
 IN

ST
RU

CT
IO

N
S

Product Data (cont’d)
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MATERIAL GUIDELINES
•	 Application Temp: 60–80°F (Ideal: 70–75°F)

•	 Storage Temp: 50–90°F

•	 Concrete Temp: Must be > 50°F

•	 Material Prep: Condition to 60–80°F before use

CAUTIONS
•	 Do not freeze
•	 Keep away from heat sources and open flame

QUANTITY TO USE
It is difficult to determine the amount of material to adequately seal a given crack.  Experience 
in home foundation cracks (8’ long with a wall thickness of 8-10”) suggest the usage of one 
tube set of Emecole Metro 120 per 8’ crack (versus an average of 3 - 5 tube sets of epoxy). 

PACKAGE
Emecole Metro 120 is furnished in various packages.  Most typically are 22 ounce dual 
cartridges or in 5-gallon pails.  The use of cartridges is suitable for low-pressure injection 
with manual tools, or up to 20 to 40 psi dispensing, utilizing pneumatic dispensing tools.

STORAGE AND SHELF LIFE  Product is moisture sensitive. Store in original sealed containers 
at temperatures between 60°F and 90°F (15°C-32°C). Opened containers must be handled 
properly to prevent moisture contamination. Shelf life is 12 months when properly stored.

PRECAUTIONARY STATEMENT
Do not handle until all safety precautions have been read and understood. Do not breathe 
vapors. In case of inadequate ventilation wear respiratory protection. Wear protective gloves 
and eye protection. Do not eat, drink or smoke when using this product. Wash thoroughly 
after handling. Store locked up. Keep away from children and pets. Dispose of contents 
and container in accordance with applicable local, regional and national regulations.

Warranty: 
Recommendations concerning the performance or use of this product are based upon 
independent test reports believed to be reliable.  If the product is proven to be defective, at 
the option of the Manufacturer, it will be either replaced or the purchase price refunded.  The 
Manufacturer will not be liable in excess of the purchase price.  The user will be responsible 
for deciding if the product is suitable for his application and will assume all risk associated 
with the use of the product. This warranty is in lieu of any other warranty expressed or 
implied, including but not limited to an implied warranty of merchantability or an implied 
warranty of fitness for a particular use.


