
Emecole Metro
Water-Stop UV Gray
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GENERAL DESCRIPTION
Emecole Metro Water-Stop UV Gray Waterproofing Membrane is a rubber, emulsion base 
coating of outstanding appearance and protection, formulated and field tested to be mildew 
resistant and color stable with no sub-surface bleed-through under normal conditions. 
Its formulation sprays easily, producing a flexible, seamless seal that resists freeze-thaw 
cycles. for use as below and above ground waterproofing on poured concrete and parged 
block walls.

TECHNICAL DATA
Properties Test Method

Material
Elongation (70 deg. F/ 21 deg. C)
Color
Water Transmission of Materials
Coverage Rate
Weight / Gallon 
Low Temperature Flexibility
Total Solids

Shelf Life (unoponed)

Bonding Test

Tensile Strength

Initial Dry Time

Total Cure Time

Permeability

Hardness Shore A

Vapor Transmission

VOC

Degradation and Water Action

Hydrostatic Pressure Resistance

Specific Gravity

Flammability

 100% virgin polymer

540%

Gray

10 Perms

35-40 square feet per gallon
10.2 lbs.

No Cracking (>.10 C.)
61% +/- 2%

1 year 

14 psi

350 psi min.

4 - 6 hrs.

24 hrs.

0.013 perm

35

2.8 g/l

.08 lbs/gal. or 10 g/l.

None

No water penetration/infiltration

1.2 +/-.1

N/A

_______
ASTM D-412 Die C

______
ASTM E-9605

_______
_______

ASTM 836-00

ASTM C-836-06

ASTM C-836

ASTM 836-76

_______

_______

_______
_______
_______
_______
_______

ASTM D-2939-94

ASTM C-1306

ASTM D-244
_______
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EQUIPMENT
For above and below grade exterior/interior concrete and masonry surfaces. Emecole 
Metro Water-Stop UV can be used as a spray only or as part of a system, when applied 
below-grade. 

BELOW-GRADE SYSTEM COMPONENTS
A system is comprised of the membrane and one of the Emecole Metro Drainage 
Products. NOTE: No drainage product is required when used above-grade. 

ADVANTAGES
•	 U.V. stable – will not break down from ultra violet rays.
•	 Excellent color stability
•	 Excellent weatherability and flexibility
•	 Durable against salt spray and acid rain
•	 Can also be used on cinder block, stucco, steel, wood and galvanized metal
•	 Can be applied using a roller or spray equipment
•	 Resistance to Water Flow -Bond strength not affected
•	 Resistance to Hydrostatic Pressure - Water leaks: None, Weight Gain: None
•	 Elastomeric - 540% Elongation with recovery.

PACKAGING
1 gallon and 5 gallon pails.

EQUIPMENT
Use of a 3300 psi sprayer with a 727 spray tip is recommended.

CURE TIME
Per Coat - Full cure is 24 hours (touch in 5 hrs.)

REQUIRED PREP
Read and carefully follow the instructions contained on this Product Data Sheet.
For best results, Emecole Metro Water-Stop UV Gray should be spray applied to sound, 
clean dry, smooth surfaces. 
Surface defects such as cracks, holes or cavities should be filled and finished flush with 
Hydraulic Cement or Portland Cement. Voids in surfaces are to be filled to create a smooth, 
slightly porous surface. 

BELOW-GRADE POURED WALL APPLICATION
Should be applied at a rate of 40 square feet per gal.

Coating should be sprayed to achieve a continuous membrane at the required 40 mil dry 
thickness. 
Check for thin spots and voids in the spray application. Re-spray any areas as necessary 
to obtain proper mil thickness.

Termination of below-grade application should be at grade level. 
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DRAINAGE BOARD APPLICATION
May be used in conjunction with Emecole Metro Dimple Board for Exterior Drainage.

BACKFILLING
Backfilling should begin no sooner than 24 hours after the membrane application or backfill 
immediately when applying a drainage product as part of the system.

Backfill material should be free of debris, organic material, boulders, rocks, concrete block 
debris or any other harmful material not considered suitable fill.

ABOVE-GRADE POURED WALL APPLICATION
Spray or Roll:
Product should be applied at a rate of 35-40 square feet per gallon.

Coating should be sprayed to achieve a continuous membrane at the required 40 mil dry 
thickness.
Check for thin spots and voids in the spray application. Re-spray any areas as necessary 
to obtain proper mil thickness.

COVER AND PROTECT ANY AREAS WHERE PRODUCT IS NOT DESIRED.

CLEAN UP
Clean up of tools can be accomplished with water when wet. Dry coating can be cleaned 
with Mineral Spirits. Take necessary recautions when handling Mineral Spirits, which is a 
combustible liquid.

PRODUCT HANDLING/STORAGE
• Do not thin

• Do not freeze

• Do not use near open flame

• Avoid breathing solvent fumes

• Avoid prolonged contact with skin

• Store in a heated room and keep container covered when not in use. Dispose of 
in an environmentally safe manner. Keep away from children. If ingested, do not 
induce vomiting. Call a physician immediately.

WARRANTY
Recommendations concerning the performance or use of this product are based upon independent test 
reports believed to be reliable.  If the product is proven to be defective, at the option of the Manufacturer, it 
will be either replaced or the purchase price refunded.  The Manufacturer will not be liable in excess of the 
purchase price.  The user will be responsible for deciding if the product is suitable for his application and will 
assume all risk associated with the use of the product.  This warranty is in lieu of any other warranty expressed 
or implied, including but not limited to an implied warranty of merchantability or an implied warranty of fitness 
for a particular use.


